MATERIAL SAFETY DATA SHEET. NPOA 1

FOR COATINGS, RESINS AND RELATED MATERIALS

(Approved by U.S. Dapartment of Labor "Essentially Simitar” to Form OSHA-20)

DATE OF PREP. 12-21-78

. Sectionl| DUS 2112 - TL22-

manuracTurersName U. S. Paint Lacquer & Chemical Company T)’ z, __aﬁss vy
' i LY . ) ' N
STREET ADDRESS . 2101 Singleton Street CITY, STATE,AND 21PCODE~. St, Louis, Missouri 63103
EMERGENCY TELEPHONE NO. (314) 621-0525
PRODUCT CLASS Modified Polyester Resin A MANUFACTURERS CODE IDENTIFICATION  Q2-1j=Q 1
. ' . .\.. * .- . . ‘ . . .
trapename  White ALUMIGRIP® Enamel 4_40:55
Section I — HAZARDOUS INGREDIENTS
. Volume S T VAPOR
- PPM mg/M? in mnm ]u'
; o . 20° ¢
Ethyl Acetate | B 11.5 .| 400 1440. 2.2 76.0
" Toluene . 4.0 100 375 1.27 38.0
. 2-Ethoxy Ethyl Acetate ' 34.0 100 540 1.7 1.2
Polyester Resin . 37.0 N.A. :
Titanium Dlox1de : - 10.5 N.A.
Additives . ' , 3.0 N.A.
‘Butyrate Resin - : Trace N.A. »
Zinc Octoate o -] Trace N.A. '
Slllcon Dibxide ) ' Trace | N.A.
*Catalyze 1 to 1 by volume with 92-C-39
Section 1l — PHYSICAL DAT
BOILINGRANGE 167 to 329°F = VAPOR DENSITY ]X_X]HEAVIER DLIGHTER.THAN/.\IR
EVAPORATIONRATE DFASTER SLOWER.THANETHER gsF\l{gELﬁL\éOLATILE 49.5 \éVE:—(EgLPER 11.74

Section IV — FIRE AND EXPLOSION HAZARD DATA

— Combusiibie Liquic LGU, -200%F. |} 32uF T C.C. LEL 1.27
DOT CATEGORYF] ammable Liquid 2001 -106°7, k% FLASH POINT ) .
_ Non Flammable [} . T '
EXTINGUISHING MEDIA  Dry chemical or foam , : .
UNUSUAL FIRE AND EXPLOSION HAZARDS Do not expose to spark or open flame '_" ' S

$
.

SPECIAL FIRC FIGHTING PROCEDURES , _ o
wphis material does not contain intentionally added ingredients which are hased
on compounds of I\ntlmony, Arsem.c, Cadmiun, Lead, Mercury., Selenlum. or Valor

cAYnla Rarinm. . .

ke BOE-C6-0189876



SectionV — HEALTH HAZARD DATA

THRESHOLDLIMITVALUE 190 to 400 PPM )
EFFECTS OF OVEREXPOSURE  Eye & upper respiratory irritant e R AT

v

EMERGENCYANDFIRSTAIDPROCEDURES If exposed to excess vapor, remove to fresh air and seek medical
attention. If splashed on skin or in eyes, flush with large
~amounts of water and seek immediate medical attention.

¢

‘Section VI — REACTIVITY DATA

staBitity [ )'unstaBLE  [XX] STABLE .  conpiTIoNsToAavoiD  Excess heat or oxidizing material
INCOMPATABILITY (Materials 1o avoid) .o ' ’
HAZAR(‘)OUS.DECOMPOSITION PRODUCTS .

HAZARDOUS POLYMERIZATION [ ] Mavoccur [ XX wiLL NOT OCCUR .
CONDITIONS TO AVOLD

Section VIl — SPILL O/ LEAK PROCEDURES

STEPSTOBETAKENINCASEMAFERIALISRELCASEDORSPILLED Affected area should be treated with an absorbing
compound and then material placed in a tightly closed
. container,
WASTE DISPOSAL METHOD In accordance with local, state, and federal environmental control regulation:

Section Viil — SPECIAL PROTIECTION INFORMATION

RESPIRATORY PROTECTION . Bareau ol Iines approved mask for rcmoval of paxrticulate matter and charcoal
' .base for removal of solvent vapor.

.

VENTILATION Sufficient to keep air supply above threshold .limit values.

PROTECTIVE GLOvES Rubber or Plastic
EYE PROTECTION Goggles

OTHER PROTECTIVE EQUIPMENTHlypersensitive persons should use protective creams.

Section X — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING k&g p avay Irom heat, sparks and flames.

OTHER PRECAUTIONS ' . ’ -

BOE-C6-0189877



